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UHC-300

A G E N C Y  L I S T I N G S  A N D  R E G U L AT O R Y  C O M P L I A N C E

Class II device when powered by class II supply

CSA 22.2 #205-M1983, #950-M89

UL 916 certification for Energy Management Equipment

This device complies with Part 15, Class B of the FCC rules for Radio Frequency Devices

This device complies with EMC Directive 89/336/EEC

LonMark 3.2 Certified, LonMark functional profile: 8503

M E C H A N I C A L

Operating temperature 32°F to 122°F (0°C to 50°C)

Relative humidity 20% to 95% RH (non-condensing)

Weight 15 oz. (420 grams)

Dimensions 0.8” x 5” x 5.8” (20.3 mm x 127 mm x 147 mm)

Enclosure material Metal

Mounting Four sheet metal screws, optional DIN rail adaptor

I /O  C A P A B I L I T Y

6 Inputs Five 10 kΩ thermistor, Precon curve: Type II model 24 or Type III model 3, or dry contact.

One voltage 0-10 VDC

2 Analog outputs 0-10 VDC.  Max drive 100 mA per output

5 Digital outputs Isolated triac:  800 mA maximum.  30 mA minimum, at 24 VAC.  Short circuit protected, auto-reset

S P E C I F I C AT I O N S

P O W E R  S U P P L Y

Controller 2.0 A, 24 VAC 50-60 Hz or 24 VDC

Fuse 2.0 A slow-blow (Bussman GMD-2.0A, Littlefuse 23902.0A)

Rectifier Half-wave

C O M M U N I C A T I O N S

Transceiver Echelon Free Topology Transceiver (FTT-10A) @ 78 kbps

Wire type AWG 22 to AWG 16 stranded (use only twisted pair wiring and copper conductors for network)

Neuron® 3150, 10 MHz

Specifications subject to change without notice.
Circon™ is a trademark of Circon Systems Corporation. Echelon®, LONWORKS®, Neuron®, and LONMARK® are  trademarks of the Echelon
Corporation registered in the United States and other countries. Windows® is a trademark of Microsoft Corporation registered in the
United States and other countries.

Circon Systems Corporation operates a quality management system
independently certified to comply with the requirements of ISO 9002.
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